New

Special Beit’

Kevlar Beit’

Spe
Belt

Technical features:
1 POLYAMIDE FABRIC

2 CHLOROPRENE RUBBER-COATED FABRIC

3 CHLOROPRENE BEARING
4 POLYESTERE ELEMENT

5 COMPOUND OF CHLOROPRENE ELEMENT LOADED WITH FIBERS

Ke
Belt

Technical features:
1 POLYAMIDE FABRIC

2 CHLOROPRENE RUBBER-COATED FABRIC

3 CHLOROPRENE BEARING
4 KEVLAR ELEMENT

5 COMPOUND OF CHLOROPRENE ELEMENT LOADED WITH FIBERS

6 POLYAMIDE FABRIC
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BELTS - Technical specifications in order of width
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10 8 930 36° 617224 SPECIAL BELT
10 8 940 36° 61 7226 SPECIAL BELT
13 6,5 978 34° 617227 SPECIAL BELT
13 6,5 1086 34° 617222 | SPECIAL BELT
13 6,5 1143 34° 617314 SPECIAL BELT
13 8 870 38° 617219 SPECIAL BELT
134 6,5 1060 34° 617223 | SPECIAL BELT
14,3 8 808 30° 6112745 X SPECIAL BELT
15 75 730 32° 617212 SPECIAL BELT
15 8 747 30° 617220 | SPECIAL BELT
15 8 793 30° 617216 SPECIAL BELT
15 8 868 32° 617233 SPECIAL BELT
153 8 642 32° 617213 | SPECIAL BELT
15,3 8 652 32° 617215 KEVLAR BELT
16 8 828 26° 6111152 KEVLAR BELT
16 8 832 26° 6111164 | SPECIAL BELT
16 8 1180 32° 617214 SPECIAL BELT
16 8,5 776,5 30° 61 9590 SPECIAL BELT
165 8 664 30° 617231 | KEVLAR BELT
16,5 8 703 30° 61 7664 KEVLAR BELT
16,5 8 746,5 30° 6112729 X KEVLAR BELT
165 8 786 28° 6112742 | X KEVLAR BELT
16,5 8,5 744 30° 6112730 X SPECIAL BELT
16,8 8 793 30° 6112741 X SPECIAL BELT
16,8 95 808 30° 618780 | SPECIAL BELT
17 8 736 30° 61 7229 KEVLAR BELT
17 8 770 30° 61 9591 KEVLAR BELT
17 95 820 30° 618779 | KEVLAR BELT
17,5 8 724 30° 61 7665 KEVLAR BELT
17,5 8 728 30° 61 9829 SPECIAL BELT
175 8 804 30° 617587 | KEVLAR BELT
175 8 808 30° 619832 | SPECIAL BELT
17,5 8 816 30° 6111108 KEVLAR BELT
175 9 687 30° 6113397 | X KEVLAR BELT
17,5 9 780 30° 6114116 X KEVLAR BELT
17,5 10 778 28° 6112959 X KEVLAR BELT
18 8 705 32° 617221 KEVLAR BELT

Products to be used exclusively for racing in places specially designed for such activity according to the regulations of the competent sporting authorities. We accept no liability resulting from improper use.
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18 8 710 32° 618396 | SPECIAL BELT =
18 8 755 32° 6112735 | X SPECIAL BELT 2
18 8 755 32° 6112736 | X KEVLAR BELT £
18 8 835 32° 619463 | KEVLAR BELT 2
18 8 840 32° 619221 | SPECIAL BELT =
18 82 818 30° 6113191 | X KEVLAR BELT 3
18 9 670 32° 617211 | KEVLAR BELT 2
18 9 738 28° 6111153 | KEVLAR BELT =
18 9 743 30° 6113501 | X KEVLAR BELT g
18,2 8 683 30° 6113503 | X KEVLAR BELT g
18,5 8 730 30° 6111246 | SPECIAL BELT 2
18,5 8 780 30° 6111294 | KEVLAR BELT 8
18,5 8 785 30° 6111295 | SPECIAL BELT 5
18,5 8 820 30° 619831 | SPECIAL BELT E
185 8 835 30° 619535 | KEVLAR BELT )
18,5 8 840 30° 619830 | SPECIAL BELT £
18,5 9,5 738 30° 6114114 | X KEVLAR BELT 2
185 95 811 30° 6113145 | X KEVLAR BELT 5
18,5 9.8 815 30° 6114118 | X KEVLAR BELT g
19 10 752 30° 6114117 | X KEVLAR BELT §
19,8 96 795 30° 6113148 | X KEVLAR BELT g
20 13,2 823 26° 6114115 | X KEVLAR BELT 5
20 135 827 26° 6112854 | X KEVLAR BELT g
205 125 940 30° 6113128 | X KEVLAR BELT i
215 13,5 954 30° 6112855 | X KEVLAR BELT 5
21,6 10,5 815 32° 6112737 | X KEVLAR BELT °
21,8 14 933 26° 6112713 | X KEVLAR BELT o
22 9 919 30° 6113059 | X KEVLAR BELT )
22 9,5 834 30° 6113147 | X KEVLAR BELT !
22 10 816 30° 6114895 | X KEVLAR BELT 8
22 10 860 30° 6113502 | X KEVLAR BELT E
22 10,5 935 30° 6113146 | X KEVLAR BELT £
22,2 10 922 30° 6112788 | X KEVLAR BELT i
223 9,5 920 30° 6114127 | X SPECIAL BELT 2
223 9.7 795 28° 6113394 | X KEVLAR BELT g
225 95 840 30° 619584 | KEVLAR BELT B
225 10,3 814 30° 6111437 | KEVLAR BELT 2
225 115 988 30° 6112714 | X KEVLAR BELT 8
225 14 835 30° 6113027 | X KEVLAR BELT 2
23 115 853 30° 6112744 | X KEVLAR BELT g
23 115 890 30° 619956 | X KEVLAR BELT 3
23,2 11 955 30° 6113189 | X KEVLAR BELT ¢
235 15 1038 30° 6113021 | X KEVLAR BELT E
24 11 913 30° 6113188 | X KEVLAR BELT °
24 115 1004 30° 6113028 | X KEVLAR BELT g
25 13 926 32° 6113104 | X KEVLAR BELT 5
26 14,2 1011 30° 6113396 | X KEVLAR BELT >
26,5 14 1034 30° 6112856 | X KEVLAR BELT %
26,7 14 1024 30° 6113590 | X KEVLAR BELT S
27,2 14,5 1252 30° 6113500 | X KEVLAR BELT -
27,6 14,8 1025 30° 6113395 | X KEVLAR BELT g
New 287 16 1036 28° 6115125 | X KEVLAR BELT 8
. 30 15 910 26° 6112960 | X KEVLAR BELT 2
325 15 859 24° 6112917 | X KEVLAR BELT g
325 15 859 24° 6114674 | X KEVLAR BELT g
New 327 16,9 947 28 6115126 | X KEVLAR BELT .




